
 

 

 

54G26 & 54G26H 26 x Zoom Colour module 
 

 
 
Camera    54G26  Common  54G26H 
Sensor     ¼” 
Pixels    542x493    811x508 
Resolution   400TVL     520TVL 
S/N Ratio                                                52dB(min)/65dB(typ) 
Min Lux Standard  1 Lux F1.6    1.5 Lux F1.6 
Starlight Mode 0.03 Lux F1.6   0.05 Lux F1.6 
Noise Reduction    +4.5dB 
Zoom               260X 26 Optical 10X Digital 
By OSD                       Negative Image 
Flip 
Freeze 
Motion Detect                              48 Zones 
Electronic Shutter      1/50(60)-1/120,000. Manual 8 steps 
White Balance                    ATW/AWC/Fix 
Gamma                           0.45/1 
Control                     OSD/Switch/RS232/RS485 
BLC        Super BLC, 48 Zone BLC 
AGC          Auto/fix 
ALC          Auto/Fix 
Power              12V 
 
Special long life stepping motor providing 5 times longer life then all legacy motor zoom camera 
Long life motor for 500,000 times zoom focus iris exercise life 
Single board design to improved reliability and easy maintenance. 
World smallest size. 50mm(W) X 60mm(H) X 77mm(D) 
Sony ICX-228/229 Super sensitivity CCD is used for optimize performance 
1 ~10x digital zoom  1~256X digital zoom available for special order 
220 x Zoom  ( 22 Optical  X10 Digital =220 Total zoom) 
Super BLC  and 48 zone BLC 
AGC adjustable. 0, 3, 6, 9, 12, 18 dB 
RS-485 control  TTL/CMOS level (3.3V, 0V)   ( Optional  +/- 12 V   ) 
Variable speed of  Zoom focus and iris. 
Dry switch control for zoom focus and IRIS with VR for speed control. 

(Pelco compatible +/-12V  ~ +/- 6V speed control. 
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